
 ELEKTRISCHER KONTAKTGRILL FüR
VENUSMUSCHELN - HALBAUTOMATISCH DOPPELT 1
MUSCHEL

 ELECTRIC CLAM CONTACT GRILL - SEMI
AUTOMATIC DOUBLE 1 CLAM

- Rostfreier Stahl AISI 304
- Digitale Steuerung - voreingestellte Programme
- Fernstart-Funktion
- Akustisches Signal vor Programmende
- Automatische Öffnung
- Selbstnivellierende Deckplatte
- Automatische Einstellung der Deckplatte 1-20mm
- Thermostat einstellbar von 50°C bis 300°C
- Glatte Chromplatte 10 mm dick
- Fettauffangschale
- Abmessungen der oberen Platte: B 280 x T 400 mm
- Abmessungen untere Platte: B 650 x T 480 mm
- Frequenz: 50 Hz
- Leistung: 3000 + 3000 + 3000 W / 230 V
- Abmessungen: B 660 x T 760 x H 470 mm
- Gewicht : 60 Kg

- AISI 304 stainless steel
- Digital control-preset programs
- Remote start function
- Acoustic signal before program end
- Automatic opening
- Self-levelling top plate
- Automatic top plate adjustment 1-20mm
- Thermostat adjustable from 50°C to 300°C
- Smooth chrome plate 10 mm thickness
- Fat collecting pan
- Top plate dimensions: W 280 x D 400 mm
- Bottom plate dimensions: W 650 x D 480 mm
- Frequency : 50 Hz
- Power: 3000 + 3000 + 3000 W / 230 V
- Dimensions : W 660 x D 760 x H 470 mm
- Weight : 60 Kg
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