
 PARRILLA ELéCTRICA DE CONTACTO CLAM
SEMIAUTOMáTICA DOBLE

 ELECTRIC CLAM CONTACT GRILL - SEMI
AUTOMATIC DOUBLE

- Acero inoxidable AISI 304
- Programas de control digital preestablecidos
- Función de arranque a distancia
- Señal acústica antes del final del programa
- Apertura automática
- Placa superior autonivelante
- Ajuste automático de la placa superior 1-20 mm
- Termostato ajustable de 50 °C a 300 °C
- Placa cromada lisa de 10 mm de espesor
- Bandeja de recogida de grasa
- Dimensiones de la placa superior: 2 x L 280 x P 400 mm
- Dimensiones de la placa inferior: L 650 x P 480 mm
- Frecuencia: 50/60Hz
- Potencia: 3000 + 3000 + 3000 + 3000 W / 230 V
- Dimensiones: L 660 x P 760 x A 480 mm
- Peso: 75 kg

- AISI 304 stainless steel
- Digital control-preset programs
- Remote start function
- Acoustic signal before program end
- Automatic opening
- Self-levelling top plate
- Automatic top plate adjustment 1-20mm
- Thermostat adjustable from 50°C to 300°C
- Smooth chrome plate 10 mm thickness
- Fat collecting pan
- Top plate dimensions: 2 x W 280 x D 400 mm
- Bottom plate dimensions: W 650 x D 480 mm
- Frequency : 50 Hz
- Power: 3000 + 3000 + 3000 + 3000 W / 230 V
- Dimensions : W 660 x D 760 x H 480 mm
- Weight : 75 Kg
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